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MAJOR SYSTEMS

Our evaluation of major systems is both visual and functional provided power and/or fuel is
supplied to the component. ldentifying or testing for the presence of asbestos, radon, lead-
based products, or other potentially hazardous materials is not within the scope of this report.
Judging the sufficiency of water flow in plumbing or the cooling efficiency of air conditioning is a
subjective evaluation, therefore, we only note a poor condition if, in the inspector's opinion, the
adequacy seems to be less than normal. There is a time period from inspection to closing that
varies with each property. We can only state condition at time of inspection. .Therefore, we
urge you to evaluate and operate all major systems prior to closing.

This inspection does NOT take in account product / component or system recalls. It is beyond
the scope of this inspection to determine if any system or component is currently or will be part
of any recall in the future. Client may wish to subscribe or contact the CONSUMER PRODUCT
SAFETY at www.hc-sc.gc.ca/hecs-sesc/cps web site for recall information regarding any system
or component.

DEFINITION OF TERMS
Please take the time to analyze the following pages contained herein. This is your complete
inspection report and must be reviewed carefully. Below is an index of the ratings used in this

report.

Serviceable: The item was inspected and appeared to function normally at the time of
inspection.

Not Present: The item was not present at the time of inspection.

Not Inspected: The item was not inspected due to inaccessibility; personal items, temperature,
weather conditions or the item is not within the scope of the inspection.

Not Tested: The system or component was not operated due inaccessibility, temperature,
weather conditions or the item is not within the scope of the inspection.

Note: The item was inspected and found to be deficient in some respect or in the inspectors
opinion maintenance needs to be performed.

Review: The item was inspected and found to have deficiencies, was operating or installed
incorrectly, is a possible health, fire, safety concern or in the inspector's opinion at or near the
end of its useful life.
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GENERAL INFORMATION

We attempt to give the client a comprehensive, clear-cut, unbiased view of the home. The
purpose of this inspection is to identify 'MAJOR' problems associated with the property being
purchased or sold, although minor items may also be mentioned. Areas, which may be of
concern to us, may not be of concern to the client and some items, which may be of concern to
the client, may be considered minor to us. Therefore, it is advisable to read the entire report.
Where repairs or replacements are suggested, we recommend licensed professionals in
that field be called upon to make those repairs. We can perform verification of repairs to
ensure repairs or corrections were made and also advise the client to-obtain all paperwork from
professionals concerning the work performed. These professionals will be happyto provide you
with written statements concerning their work. We further recommend maintaining all paperwork
on repairs for future reference.

FUTURE FAILURE: Items in the home can and do experience failure without prior indications.
This report is a snap shot of the condition of the home at the time of inspection. We cannot
determine if or when an item will experience failure. Therefore, we cannot be held responsible
for future failure.

Carbon monoxide and smoke detectors have been proven to save lives. Client is advised to
install carbon monoxide and smoke detectors if not already present in home. Suggest consulting
with your local municipality and manufacture specifications as to the proper location and
installation of these units.

Our interior review is visual and evaluated with similar homes, of same age, in mind. It is
recommended that the interior screens of all doors and windows be removed during the winter
season to allow adequate air circulation at the doors/windows. The seal of double insulated
thermal windows may crack at any time; lighting, draperies and atmospheric conditions may
combine to impede our detection of defects. Cosmetic considerations and minor flaws such as a
torn screen or an.occasional cracked window can be overlooked. Floor coverings are noted
purely for informative purposes, and no evaluation of their overall condition is made.

Pictures/photosl/illustrations are include so that the customer can visualize the type of problem
that is represented in the description section of the report, they do reflect the state of the actual
property at.the time of inspection but are in no way intended to represent all of the defects or
problems of the same type or other defects or problems that are present on the property at the
time of the inspection.

FOR ANY MODIFICATION TO THE STRUCTURE, WE RECOMMEND CONSULTING A
LICENSED SPECIALIST TO ENSURE THAT MODIFICATIONS ARE DONE SAFELY AND
FOLLOWING THE'STANDARDS OF PRACTICE.
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1005

1010

1015

1020

1025

1030

1035

1040

1045

1050

Inspector
Occupancy

Building
Description

Present during
the inspection

Estimated Age
Weather
Conditions

Start Time
Stop Time

Owner Seller
Disclosure

Comments

AmeriSpec Montreal

GENERAL CONDITIONS

Occupied.

The building type is a single-family home.
2 story structure. With a full basement.

The seller was present.
The buyer was absent.

This structure is approximately 42 years of age as stated by the
seller's.

Cool and raining.

10:00 AM
12:00 PM

The Agent and/or Buyer has'agreed to provide AmeriSpec with
a copy of the OACIQ approved Declaration of the Seller of the
Immovable. At the time this report was prepared, the document
still had not 'yet been received. Therefore any additional
information provided by the Ver
included.

The building likely does not have a functioning French drain to
protect the perimeter of the foundation walls from possible water
infiltration. We are not able to verify if there is a French drain, as it
is below ground.

Ground water can seep into basements without a French drain.
(Take all necessary measures to keep water away from
foundation walls).

If customer is concerned, it is recommended that a licensed
drainage contractor be contacted.
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EXTERIOR

Our exterior evaluation is visual in nature and is based on our experience and understanding of
common building methods and materials. Our review does not take into consideration the normal
wear associated with virtually all properties. Exterior surfaces should be kept well painted, stained
or sealed to prevent deterioration.

The inspection of the exposed foundation/structure is not a '‘Code Compliance' inspection nor are
'‘Manufacturer's Specifications' for installation/repairs a part of this inspection. Code
compliance/manufacturer's specifications for any product/component<or item should be verified
through the local building authorities, or the company who manufactured the product or item. The
buyer could inquire with seller prior to closing.

Step# Component Comments

1105 Driveway Serviceable. Asphalt.

1110 Drain / Pit Not Present.

1115 Retaining Wall Serviceable. Interlocking blocks.

1120 Walkway Serviceable. Interlocking pavers.

1125 Siding Stone. Brick./Aluminum. Synthetic wood.
Review:

Deteriorated caulking noted at some seams of the synthetic wood.
We recommend caulking these areas to prevent water infiltration
behind. the synthetic wood.
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1130 Soffits / Fascia
1135 Window & Door
Frames

1140 Electrical

1145 Gutters &
Downspouts

1150 Lot/Grade
Drainage

1155 Meter

AmeriSpec Montreal

Serviceable. Aluminum.
Serviceable.

Metal and glass front and side door. Metal garage door.
Aluminum casement windows. Aluminum slider windows.
PVC casement windows. PVC patio doors.

The seal of double insulated thermal windows‘may crack at any
time; lighting, draperies and atmospheric cenditions may combine
to impede our detection of defects. Cosmetic considerations and
minor flaws such as a torn screen or an occasional cracked window
can be overlooked.

Serviceable.

Metal.

Review:
We recommend installing extensions to base of downspouts to
divert water away from the structure/foundation.

Serviceable. The building is constructed on a flat lot.
Grade at foundation is generally serviceable.

Serviceable.
The Electric meter is located at the rear of the house.
The Gas meter is located at the front of the house.
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AmeriSpec Montreal

1160 Exposed Concrete.
Foundation

Review:

Cracks noted.

We recommend repairing and sealing these cracks to prevent
potential water infiltration damages. We recommend consulting a
licensed foundation specialist to further evaluate/correct this
situation.

1165 Exterior Review:
Comments An addition was made to the house.
We are unable to determine if improvements were done with
permits. We will not investigate, nor give any opinion as to
compliance of the property's improvements with any building code
requirements or permits.
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PORCH / BALCONY #1

Our evaluation of the porch/balcony is to determine if portions are missing and/or deteriorating, and
to ensure that all necessary components are properly installed and sealed. Portions of structure
may be hidden from view and cannot be evaluated by our visual inspection.

Step# Component Comments
1205 Location The location of the porch/balcony is on the 1st floor, at front center.
1210 Cover Not Present.
1215 Ceiling Not Present.
1220 Deck / Slab Serviceable. The deck/slab is interlocking pavers.
1225 Stairs Serviceable. The porch/balcony stairs are interlocking pavers.
1230 Railing Not Present. Not required.
1235 Comments None.
PORCH / BALCONY #2
Step# Component Comments
1305 Location The location.of the porch/balcony is on the 1st floor, at rear.
1310 Cover Not Present.
1315 Ceiling Not Present.
1320 Deck / Slab Serviceable. The deck/slab is wood.
We recommend painting/varnishing in order to protect and prevent
future deterioration.
1325 Stairs Not Present.
1330 Railing Not Present.
1335 Comments None.
AmeriSpec® Home Inspection Service 8
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AmeriSpec Montreal

ROOF

Our evaluation of the roof is to determine if portions are missing and/or deteriorating, and to ensure
that all necessary components are properly sealed. Portions of underlayment and decking are
hidden from view and cannot be evaluated by our visual inspection. Leaks are not always visible to
the inspector, nor can the inspector determine the watertight integrity of a roof by visual inspection

from the exterior.

contractor.

Step #
1505

1510

1515
1520

1525

1535

Component
Roofing Type &

Materials
Observation

Flashings
Skylight

Chimney #1

Roof Comments

If such a review is desired, client should contact a qualified licensed roofing

Comments
Sloped construction. Asphalt shingles.
Observed from ground with binoculars.

The inspector did not mount the roof due to height'and a wet
surface.

If a roof is too high, too steep, is wet (snow or ice‘covered), or is
composed of materials which can be damaged if walked upon, the
roof is not mounted.

Serviceable.
Not Inspected.

Serviceable. Masonry chimney,

Our chimney.review is limited to the exterior visible condition of the
chimney and its stability at the roof (when the roof is accessed).
AmeriSpec® is not required to observe the interior of the chimney,
flues pipes and draft control dampers.

AmeriSpec®_ will not investigate nor give any opinion regarding
construction code or manufacturer code compliance. For safety
reasons, we recommend consulting the seller, the municipality and
insurance company regarding any defects, malformations or the
respect of standards concerning this item.

We recommend having the chimney cleaned as part of regular
routine maintenance to ensure proper and safe operation.

Roof shows normal wear for its age and type; serviceable at time of
inspection.
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AmeriSpec Montreal

ATTIC

There are a number of components that make an attic work properly; the roof, the insulation and the
ventilation. The roof itself must keep the elements out of the house, thereby protecting the
occupants and also the structure from damage due to moisture. Insulation keeps the house warm in
winter and cool in summer. Without proper ventilation, heat can build up in the attic during summer,
making the rest of the house unnecessarily warm and shorten the life expectancy. of the roof.

Water stains around roof penetrations such as chimneys, plumbing, vents, and heating vents are
very common. It is difficult to determine if these stains are active. If an attic is well.insulated the
inspector will have a difficult time reviewing floor joists. Insulation in the attic is. one of the best ways
to improve the energy efficiency of a home. Our report measures insulation materials by thickness.
Generally, the greater the thickness the more resistance to heat loss.

Step# Component Comments

1605 Access Review:
Inadequate access trap noted.
We recommend correcting this situation by installing a properly
insulated access trap.

1610 Framing Rafters.

Review:

Non-professional construction .of trusses noted for addition, does
not respect the standards< of practice. No sign of important
weakness noted at time of inspection. We recommend consulting a
licensed contractor to further review/correct this situation.

AmeriSpec® Home Inspection Service 1C
This Confidential Report Prepared Exclusively for client
Any Use By Unauthorized Persons Prohibited.
(c) 1992, AmeriSpec Inc.
Each Company Independently Owned and Operated



1610a

1615
1620

1625
1630
1635
1640

1645

Framing

Sheathing
Skylight

Insulation
Vapour-Barrier
Ventilation

Ducts

Attic Comments

AmeriSpec Montreal

Refer to comments #1610.

Serviceable. Plywood and wood plank.
Serviceable,

Serviceable. Fibreglass insulation.
Approximate thickness is 8" to 10"

Serviceable.
Serviceable: Roof vents. Soffit vents. Gable vents.
Serviceable.

The attic is one of the most important elements of a building.

This area acts as a buffer between the roof covering and the living
space. The access should not be screwed or nailed to allow for
easy access. It is imperative to ensure adequate air circulation in
the attic space. We therefore recommend visiting the attic on a
sporadic basis during rainfall to detect any water infiltration and
during a very cold period to verify the presence of condensation
(frost) in certain areas. The exterior temperature and that of the attic
should be similar.
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GARAGE

Our evaluation of the garage is limited to the structural integrity of the unit.

Step #
1705

1720

1725

1730
1735

1740

1745
1750

1755

1760
1765
1770
1775
1780
1785

Component
Location

Floor/Slab

Drain / Pit

Garage Door
Garage Door
Hardware

Garage Door
Opener

Window
Service Door

Fire Door

Fire Wall
Walls
Ceiling
Electrical
Sink
Stairs

Comments
Integrated.
Concrete.

Review:
Cracks noted.
We recommend
recommend consulting a
review/correct this situation.

repairing and. sealing these cracks. “We
licensed contractor = to. further

Not Inspected.

Drain cover was stuck.
We recommend freeing drain cover and insuring that the pit is free
of debris.

It is recommended that the drain/pit be cleaned/disinfected regularly
to ensure proper operation and prevent odours.

Serviceable.
Serviceable.

Serviceable.

Serviceable:Aluminum casement window.
Not Present.

Review:
No'self-closer.
We recommend installing self-closer as a safety measure.

Not Present.
Serviceable.
Serviceable.
Serviceable.
Not Present.
Not Present.

AmeriSpec® Home Inspection Service
This Confidential Report Prepared Exclusively for client
Any Use By Unauthorized Persons Prohibited.
(c) 1992, AmeriSpec Inc.
Each Company Independently Owned and Operated

12



1790

1795

Basement
Access

Garage
Comments

AmeriSpec Montreal

Review: Railing is missing to one side.
We recommend installing, for safety.

Spacing between guardrails is larger than normal.
Client should reduce spacing as a safety enhancement.

Review:

There is no heating unit in the garage.

The temperature inside the garage must be kept above freezing
temperature to prevent possible frost damages. We therefore
recommend installing a heating unit. We recommend consulting a
licensed electrician to evaluate/correct this situation.
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AmeriSpec Montreal

MAIN SYSTEMS

Our evaluation of major systems is both visual and functional provided power and/or fuel is supplied to
the component. Identifying or testing for the presence of asbestos, radon, lead based products, or
other potentially hazardous materials is not within the scope of this report. Judging the adequacy of
the cooling efficiency of air conditioning and heating is a subjective evaluation, therefore, we only note
a poor condition if, in the inspector's opinion, the adequacy seems less than nermal. We urge you to
evaluate these systems prior to closing.

Our focus in the plumbing portion of the inspection is directed at identifying visible water damage
and/or problems. We may not always mention common faults such as stuck stoppers or dripping
faucets. If considered important, you should check these items independently. Shut-off valves and
angle stops under the kitchen or bathroom sinks and toilets.are not turned or tested during the
inspection due to the possibility of leaking. All shut-off valves or angle stops should be turned regularly
to ensure free movement in case of emergency. The water'supply system was tested for its ability to
deliver functional water pressure to installed plumbing fixtures and. the condition of connected piping
that was visible.

Our review of the electrical system is limited to that which is visible and. accessible at the time of
inspection. Determining the actual capacity of the system requires load calculations, which are not
within the scope of this report. Underground circuits and concealed components of the system are not
inspected.

Due to the possibility of the water heater temperature pressure relief valve leaking after it has been
opened, these valves are not tested during the inspection. In some cases the water heater is covered
with an insulated blanket, when this.is noted client is informed that the review of the water heater is
limited.

Since a TPR valve is operated infrequently, it is not unusual for them to leak or break when operated
after a period of inactivity.

DISMANTLING AND/OR EXTENSIVE INSPECTION OF INTERNAL COMPONENTS OF ANY
APPLIANCE, INCLUDING HEATERS AND HEAT EXCHANGERS, IS BEYOND THE SCOPE OF
THIS REPORT. THE LOCAL/UTILITY COMPANY MAY CONDUCT SUCH AN INSPECTION UP
REQUEST:
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Step #

1901

1901a

1903

1905

1910

1915
1920

Component

Heating #1

Heating #2

Oil Tank

Ducts

Filter

Humidifier
Heat Exchanger

AmeriSpec Montreal

Comments

Serviceable.

The type of heating used is gas-fired forced air furnace.

The gas-fired forced air furnace is located in the mechanical room.
The type of distribution is via air ducts located in every room.

Our inspection of the furnace is limited to operating the unit.

We do not have the qualifications nor the equipment to.technically
verify the condition of all the components of this system. “This,can
normally only be done by dismantling the unit and,. this is not within
the scope of this inspection. Prior to operating the heating system,
we recommend the complete system be fully reviewed by a heating
specialist to ensure proper and-safe operation of the system.

Serviceable.
The type of heating used is heat pump.
The heat pump is located at the exterior of the house.

A heat pump.is basically a compressor-cycle air conditioning
system that<can operate in reverse. As long as the unit is
functioning properly in either the heating or cooling mode, it is an
indication that the major components (compressor, fans and coils)
are operational.  Adequate airflow is important for efficiency of the
unit;.the filter should be kept clean as with air conditioners. Prior to
operating the heating system, we recommend the complete system
be fully reviewed by a heating specialist to ensure proper and safe
operation of the system.

Not Present.

Serviceable.

As a preventive measure, we recommend having the heating
system ducts cleaned and verified to prevent circulation of dust and
other inside the house.

Serviceable. Electronic filter present.

It is recommended that the filter be cleaned/replaced regularly
during operation period, in order to avoid circulation of dust in the

ducts and improve efficiency of the system.

Not Present.
Not Present.
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1925

1930

1935

1940

Air Conditioning

Plumbing

Waste System

Sump Pump/Pit

AmeriSpec Montreal

Serviceable.

The air conditioning portion of the heat pump unit was activated to
check the operation of the motor and the compressor, both of which
appear to be in serviceable condition. A detailed review of the
cooling capacity of this unit is beyond the scope of this inspection.
We recommend consulting a specialist for a complete review of the
system.

Serviceable.

Water supplied by public system.

The main shut-off is located in the laundry room closet.
The supply piping is copper.

The size of the incoming water supply is 3/4-inch.

Waste system is public. Main’clean-out noted. Drain noted.
The visible waste system piping is ABS, copper and cast iron.

No sanitary sewage system anti-back-up valve noted despite
the presence of a'plumbing unit in the basement.

We recommend verifying the presence and condition of this valve
and liberate access to it or if not present, to have it installed.

We recommend consulting a licensed plumber for further
review/correction of this situation.

Located in the basement.

It is recommended that sump pit be cleaned/disinfected annually to
ensure proper operation and prevent unpleasant odours.

Review:

We recommend installing a cover over the pit for safety reasons.
We recommend consulting a licensed plumber to further
review/correct this situation, as needed.
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1945

1950

1955

Ejector Pump

Hot Water Tank

Electrical Panel

AmeriSpec Montreal

Not Present.

Serviceable.

The hot water tank is located in the mechanical room.
The hot water tank is a gas-fired unit.

The size of the hot water tank is 40 gallons.

The hot water tank was installed in 2003.

Cold water shut-off present.
Temperature relief valve present.
Discharge line present.

Serviceable.
The main electrical panel is located in the side entry closet.
Main entry is overhead. Main‘disconnect noted.

The service entrance rating is 200 amps and the cables are copper.
The service panel rating is approximately 200 amps at 120/240
volts.

Branch circuit cables are copper.

Overload protection by breakers.

The grounding'is located below the main water shut off valve.
A total of 26 futures provided for possible expansion.
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1955a

1960

1965
1970

1975

1985

Sub Electrical
Panel

Alarm System

Air Exchanger
Central Vacuum

Fireplace

Main System
Comments

AmeriSpec Montreal

Serviceable.

The sub electrical panel is located in the mechanical room.
Main entry is from circuits 2 and 4 of the main electrical panel.
Main disconnect noted.

The service entrance rating is 100 amps and the cables are copper.
The service panel rating is approximately 100 amps.at 120/240
volts. Branch circuit cables are copper.

Overload protection by breakers.
The grounding is located below the main water shut off valve.
A total of 2 future(s) provided for possible expansion:

Present. Not tested.
As noted in our inspection agreement, this is beyond the scope of
the inspection.

Not Present.
Not Present.

Serviceable. Wood burning fireplace present in the living room.

Firepl aces, wood stoves/ sl ow ¢
specialized items, subject to strict permit regulations that could vary
by municipality. Their installations (unit and chimney) must conform
toregulations. Amerispec is not required to observe auxiliary
heating devices. We recommend consulting your insurance
company. We recommend a complete inspection of the system to
ensure proper and safe operation.

We also recommend having all chimneys cleaned.

For safety reasons, it is recommended to have at least one
operational smoke detector per floor and to verify its performance
regularly.

It is recommended, for safety reasons, to have a properly
operational carbon monoxide detector in the home so the
occupants will be warned of the presence of toxic gas which may
originate from, among other things, the heating system, the
fireplace, workshop or even the garage.

This added safety feature must not, under any circumstances,
replace annual verification of appliances by a qualified specialist. It
is also recommended to periodically verify the proper operation of
the carbon monoxide detector and the state of the battery.
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AmeriSpec Montreal

CRAWLSPACE

Moisture in a crawlspace can promote wood decay, therefore crawlspaces should be adequately
ventilated and vents should be left open year round.

Step #

2105
2110

2115

2120
2125

2130

2135
2140
2145
2150
2155

2160
2165
2170
2175
2180

Component

Floor
Access / Stairs

Walls

Joists
Sub-Floor

Support Posts /
Columns

Beams
Bearing Wall
Window
Electrical
Ventilation

Insulation
Vapour Barrier
Door

Exterior Door
Crawlspace
Comments

Comments

Serviceable. The crawlspace floor is dirt.
Serviceable. The crawlspace was accessed from the closet.

Serviceable. Poured concrete.

Serviceable. The crawlspace joi
Serviceable. The crawlspace sub-floor material is plywood.

Not Present.

Not Present.
Not Present.
Not Present.
Serviceable.
Serviceable.

Not Present.
Not Present.
Not Present.
Not Present.
Crawl space view:
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Our interior review is visual and evaluated with similar aged homes in mind.

AmeriSpec Montreal

MECHANICAL ROOM

Cosmetic

considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double check these items, if concerned. Inspections are limited to
visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,
windows, walls, and flooring. All accessible areas are checked as noted in report.

Step #

2205
2210
2215

2220
2225
2230
2235

2240
2245
2250

2255

Component

Floor
Walls
Ceiling

Door

Exterior Door
Window
Ventilation

Electrical

Washer Hook-up
Dryer Hook-up

Comments

Comments

Serviceable
Serviceable
Serviceable

. The mechanical room floor is covered with vinyl tile.
. Unfinished.
. Unfinished.

Not Present.
Not Present.
Not Present.
Serviceable.

Serviceable.
Not Present,
Not Present.

Mechanical

room view:
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AmeriSpec Montreal

FAMILY ROOM

Our interior review is visual and evaluated with similar aged homes in mind. Cosmetic
considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double-check these items, if concerned. Inspections are limited to
visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,
windows, walls, and flooring. All accessible areas are checked as noted in report.

Step #

2405
2410

2415
2420
2425

2430
2430a
2430b

2435
2440
2445

2450

Component

Location
Floor

Walls
Ceiling
Door

Exterior Door #1
Exterior Door #2
Exterior Door #3

Window
Electrical
Closet

Comments

Comments

The family room is located at basement
Serviceable. The family room floor is parquetry.

Serviceable. Gypsum board.
Serviceable. Gypsum board.
Not Present.

Serviceable. Patio door.
Serviceable. Patio‘door.
Serviceable. Patio door.

Serviceable. PVC casement windows.
Serviceable.
Not Present.

Family.room view:
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Our interior review is visual and evaluated with similar aged homes in mind.

AmeriSpec Montreal

PLAYROOM

Cosmetic

considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double check these items, if concerned. Inspections are limited to
visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,
windows, walls, and flooring. All accessible areas are checked as noted in report.

Step #

2505
2510

2515

2520
2525
2530
2535

2540
2545
2550

2555

Component

Location
Floor

Walls

Ceiling

Door

Exterior Door
Window

Electrical
Sink
Closet

Comments

Comments

The playroom is located in the basement.
Serviceable. The floor is parquetry.

Serviceable. Gypsum board.

Serviceable. Gypsum board.

Not Present.

Not Present.

Serviceable. Aluminum slider windows.

Serviceable,
Not Present.
Not Present.

Playroom view:
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Our interior review of the entry is visual and evaluated with similar aged homes in mind. Cosmetic
considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double-check these items, if concerned. Inspections are limited to

AmeriSpec Montreal

ENTRY #1

visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,

windows, walls, and flooring. All accessible areas are checked as noted in report.

Step #

2605
2610
2615

2620
2625
2630
2635

2640
2645
2650

2655

Component

Location
Floor
Walls

Ceiling

Door

Exterior Door
Window

Electrical
Closet
Stairs

Comments

Comments

The entry is located on the 1st floor, at front center.
Serviceable. The entry floor is covered with marble.

Serviceable. Gypsum board.

Serviceable. Gypsum board.
Serviceable.
Serviceable.
Not Present.

Serviceable.
Not Present,
Not Present.

Entry view:
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AmeriSpec Montreal

ENTRY #2

Our interior review is visual and evaluated with similar aged homes in mind. Cosmetic
considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double check these items, if concerned. Inspections are limited to
visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,
windows, walls, and flooring. All accessible areas are checked as noted in report.

Step# Component Comments

2605.2  Location The entry is located on the 1st floor, at left side.

2610.2  Floor Serviceable. The entry floor is covered with ceramic.
2615.2 Walls Serviceable. Gypsum board.
2620.2 Ceiling Serviceable. Gypsum board.
2625.2 Door Serviceable.

2630.2  Exterior Door Serviceable.

2635.2 Window Not Present.

2640.2 Electrical Serviceable.

2645.2 Closet #1 Serviceable.

2645.2 Closet #2 Serviceable.

a

2650.2  Stairs Not Present.

2655.2 Comments None.

AmeriSpec® Home Inspection Service
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AmeriSpec Montreal

LIVING ROOM

Our interior review of the living room is visual and evaluated with similar homes, of same age, in
mind. It is recommended that the interior screens of all doors and windows be removed during the
winter season to allow adequate air circulation at the doors/windows. The seal of double insulated
thermal windows may crack at any time; lighting, draperies and atmospheric conditions may
combine to impede our detection of defects. Cosmetic considerations and minor flaws such as a
torn screen or an occasional cracked window can be overlooked. Floor coverings are noted purely
for informative purposes, and no evaluation of their overall condition is made.

Step #

2705
2710
2715

2720
2720a
2725

2730
2735
2740

2745

Component

Floor
Walls
Ceiling

Door #1
Door #2
Exterior Door

Window
Electrical
Closet

Comments

Comments

Serviceable. The floor is covered with hardwood.
Serviceable. Gypsum board.
Serviceable. Gypsum board.

Serviceable.
Serviceable.
Present.

Serviceable. Aluminum casement window.
Serviceable.
Not Present.

Living room view:
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AmeriSpec Montreal

DINING ROOM

Our interior review is visual and evaluated with similar aged homes in mind. Cosmetic
considerations and minor flaws such as a torn screen or an occasional cracked window can be
overlooked, thus we suggest you double check these items, if concerned. Inspections are limited to
visible and/or accessible areas. Personal belongings and furniture restrict access to receptacles,
windows, walls, and flooring. All accessible areas are checked as noted in report.

Step #
2805
2810
2815
2820
2820a
2825
2830
2835

2840

Component
Floor

Walls

Ceiling

Door #1
Door #2
Exterior Door
Window

Electrical

Comments

Comments

Serviceable. The floor is covered with hardwood.
Serviceable. Gypsum board.

Serviceable. Gypsum board.

Serviceable.

Serviceable.

Not Present.

Serviceable. Aluminum casement window.

Serviceable.

Dining room Vview.
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